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DETAIL B

SCALE 1 : 12

NOTES:
 FLOW RATE DESIGN: 504-756 GPM.1.

          BACKWASH RATE:   15 GPM/FT^2, 190 GPM.
MAXIMUM OPERATING PRESSURE:  80 PSI.2.
ELECTRICAL REQUIREMENTS:3.

         CONTROLLER 120V;
          SOLENOIDS 24VAC; FACTORY WIRED  

AIR SUPPLY REQUIRED: 2 CFM @ 70 PSIG (MINIMUM)4.
MEDIA REQUIREMENT PER TANK:5.

          A.) 1/2"x3/4" CRUSHED ROCK                         7.0 CU. FT.
          B.) 0.47mm CRUSHED SILICA SAND              21.0 CU. FT.

WEIGHT: (APPROX.):6.
            EQUIPMENT:                           3,920  LBS (LESS MEDIA)
            MEDIA:                                  11,250 LBS 
            OPERATION:                         18,000 LBS 

EXTERIOR PAINT COLOR: STANDARD BLUE, RAL 5010.7.

IL 4824-4A

REV DESCRIPTION BY DATE
REVISIONS

C LEG MTG. BRACKET 345000155 WAS 345000020 DH 12/13/2019

B TANKS 310048243 WERE 310048242 AH 5/9/2019

A TANKS 310048242 WERE 310048240 DH 6/13/2018 C
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THIS DRAWING, INCLUDING THE INFORMATION IT CONTAINS, IS CONFIDENTIAL, PROPRIETARY 
AND IS THE PROPERTY OF YARDNEY WATER MANAGEMENT, INC. IT IS SUBMITTED ONLY IN 
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